Pre-Installation Building Inspection – Room-in-roof Insulation
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	TMLN
	



PAS2030 Annex B, B12-I2
	Q1. Have you carried out a pre-installation building inspection in accordance with all requirements set out in the measure-specific annexes that are relevant to the insulation types to be installed?
	YES/NO

	Q2. Have you checked the ventilation to spaces within the roof void and not included in the Room-in-Roof space, are checked and assessed to ensure that adequate ventilation is provided and maintained?
	YES/NO

	Q3. Have you checked there is no requirement for thermal bridging to be addressed at the ridge or other connections with the main structure?
	YES/NO

	Q4. Has a recognised pre-notification process been undertaken under an industry quality assurance scheme for Room-in-roof Insulation?
	YES/NO

	Q5. If the answer to Q4 is No has the pre-installation building inspection been independently checked by an appropriately
qualified person (see PAS2030 Annex B, B12-l3) prior to commencement of installation?
	YES/NO




Notes

In undertaking pre-installation building inspections, the Retrofit Installer should use an industry recommended checklist e.g. the Room-in-Roof insulation pre-installation building inspection checklist (see PAS2030 10.7.2)

The retrofit design should provide detailed instruction for addressing both Q2 and Q3. Where the pre-installation building inspection identifies ventilation or thermal bridging issues that are perceived not to have been adequately provided for, the Retrofit Installer should refer these to the Retrofit Coordinator.

The Retrofit Installer shall verify that each inspection checked includes a unique identifier and the names of the persons who completed the inspection and the check.


